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SHERAUNDER PRESSURE 
INSTRUCTIONS FOR USE 
 

 
SHERA Werkstoff-Technologie GmbH & Co. KG 

 Espohlstr. 53 | 49448 Lemförde | Germany     
 Tel.: +49 (0) 5443-9933-0 | www.shera.de 

 

Special investment for press ceramic  

1. Indication 

Precision investment for the production of crowns, veneers, onlays and inlays or press over metal of ceramics made by known 
manufacturers of the press technique. 

2. Technical data 

Working time: 5 minutes
 Working temperature: 21 - 23°C  
   (powder + liquid) 

 Mixing ratio:  100 g : 25 ml 

3. Processing 

- Weigh the powder in the dry vacuum mixing bowl 
-  Add liquids in the desired concentration 
-  Recommendation:   
    

 for crowns & bridges: 80%ofSHERALIQUID 
 for veneers, onlays: 65%ofSHERALIQUID 
 for inlays: 50%ofSHERALIQUID 

  
 - mix by hand for 15 seconds 
 - mix under vacuum for 120 seconds (350 rev./min, 

80%) 
- if necessary, spray the objects to be pressed very 

thinly with a relaxing agent (e. g. SHERARELAXA). 
- fill in SHERAUNDER PRESSURE using the lowest vibration 

level possible. 
 - please demould the muffle as follows: remove the lid 

after 10 minutes, the muffle ring after 20 min, this way 
enabling the humidity to escape  

 - remove the attachment plate after 30 minutes. 

4. Preheating 

After these 30 minutes, either place the deformed 
muffle in the preheating furnace at 850°C or heat up 
conventionally, holding time for at least 60 minutes. 
Then start the pressing process according to 
information from the ceramic manufacturer. 

5. Pressing 

Please use your common press programme for  
pressing your object. 
 
 
 
 
 

6. Sand blasting 

 Polishing beads   coarse: 110 – 125 µm 
                              fine:  50 µm               
  at 2 bar each 
 

7. Storage conditions 

Please keep in a dry place at room temperature. 
 
 

8. Health warning 

 Investments contain quartz. Do not breath! 
 Risk of lung disease (silicosis or cancer)!  

Please use a fine dust mask when weighing the 
powder and demoulding the muffle! 
 
 
 

9. Warranty 

SHERA Werkstoff-Technologie GmbH & Co. KG is certified according 
to DIN EN ISO 13485 and guarantees for the products, due to a 
thorough quality control system, a flawless quality of its products. 
Our user recommendations are based on so-called guideline 
values determined in our test laboratory. The technical data given 
can only be guaranteed if the processing is carried out as 
mentioned. The user is self-responsible for processing of the 
products. We are not liable for faulty results as SHERA has no 
influence on the processing. Nevertheless, possibly arising claims 
for damages relate to the value of the products only. 
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